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(4) FPL Energy Seabrook, LLC, pursuant to the Act and 10 CFR 30, 40, and
70, to receive, possess, and use at any time any byproduct, source, and
special nuclear material as sealed neutron sources for reactor startup,
sealed sources for reactor instrumentation and radiation monitoring
equipment calibration, and as fission detectors in amounts as required;

(5) FPL Energy Seabrook, LLC, pursuant to the Act and 10 CFR 30, 40, and
70, to receive, possess, and use in amounts as required any byproduct,
source, or special nuclear material without restriction to chemical or
physical form, for sample analysis or instrument calibration or associated
with radioactive apparatus or components;

(6) FPL Energy Seabrook, LLC, pursuant to the Act and 10 CFR 30, 40, and
70, to possess, but not separate, such byproduct and special nuclear
materials as may be produced by the operation of the facility authorized
herein; and

(7) DELETED

C. This license shall be deemed to contain and is subject to the conditions specified
in the Commission's regulations set forth in 10 CFR Chapter I and is subject to
all applicable provisions of the Act and to the rules, regulations, and orders of the
Commission now or hereafter in effect; and is subject to the additional conditions
specified or incorporated below:

(1) Maximum Power Level

FPL Energy Seabrook, LLC, is authorized to operate the facility at
reactor core power levels not in excess of 3648 megawatts thermal
(100% of rated power).

(2) Technical Specifications

The Technical Specifications .contained in Appendix A, as revised
through Amendment No. *, and the Environmental Protection Plan
contained in Appendix B are incorporated into Facility License No. NPF-86.
FPL Energy Seabrook, LLC shall operate the facility in accordance with the
Technical Specifications and the Environmental Protection Plan.

(3) License Transfer to FPL Enerav Seabrook, LLC

a. On the closing date(s) of the transfer of any ownership interests in
Seabrook Station covered by the Order approving the transfer,
FPL Energy Seabrook, LLC, shall obtain from each respective
transferring owner all of the accumulated decommissioning trust
funds for the facility, and ensure the deposit of such funds and additional
funds, if necessary, into a decommissioning trust or trusts for Seabrook
Station established by FPL Energy Seabrook, LLC, such that the amount
of such funds deposited meets or exceeds the amount required under
10 CFR 50.75 with respect to the interest in Seabrook Station FPL
Energy Seabrook, LLC, acquires on such dates(s).

* Implemented AMENDMENT NO. 104, 105, 106, 107, 110



DEFINITIONS

PHYSICS TESTS

1.23 PHYSICS TESTS shall be those tests performed to measure the fundamental
nuclear characteristics of the reactor core and related instrumentation: (1) described in
Chapter 14.0 of the FSAR, (2) authorized under the provisions of 10 CFR 50.59, or (3)
otherwise approved by the Commission.
PRESSURE BOUNDARY LEAKAGE
1.24 PRESSURE BOUNDARY LEAKAGE shall be leakage (except steam generator
tube leakage) through a nonisolable fault in a Reactor Coolant System component body,
pipe wall, or vessel wall.

PROCESS CONTROL PROGRAM

1.25 The PROCESS CONTROL PROGRAM (PCP) shall contain the current formulas,
sampling, analyses, tests, and determinations to be made to ensure that processing and
packaging of solid radioactive wastes based on demonstrated processing of actual or
simulated wet solid wastes will be accomplished in such a way as to assure compliance
with 10 CFR Parts 20, 61, and 71, State Regulations, burial ground requirements, and
other requirements governing the disposal of solid radioactive waste.

PURGE - PURGING

1.26 PURGE or PURGING shall be any controlled process of discharging air or gas from
a confinement to maintain temperature, pressure, humidity, concentration or other
operating condition, in such a manner that replacement air or gas is required to purify the
confinement.

QUADRANT POWER TILT RATIO

1.27 QUADRANT POWER TILT RATIO shall be the ratio of the maximum upper excore
detector calibrated output to the average of the upper excore detector calibrated outputs,
or the ratio of the maximum lower excore detector calibrated output to the average of the
lower excore detector calibrated outputs, whichever is greater. With one excore detector
inoperable, the remaining three detectors shall be used for computing the average.
RATED THERMAL POWER
1.28 RATED THERMAL POWER shall be a total reactor core heat transfer rate to the
reactor coolant of 3648 Mwt.
REACTOR TRIP SYSTEM (RTS) RESPONSE TIME

1.29 The RTS RESPONSE TIME shall be the time interval from when the monitored
parameter exceeds its RTS Trip Setpoint at the channel sensor until loss of stationary
gripper coil voltage. The response time maybe measured by means of any series of
sequential, overlapping, or total steps so that the entire response time is measured. In
lieu of measurement, response time may be verified for selected components provided
that the components and methodology for verification have been previously reviewed and
approved by the NRC.
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